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Turn to Henkel for professional grade products you

can count on. The same products used on race cars

around the world. The same products automotive

manufacturers use to build the cars you repair. 

Why use anything else?

At Henkel we manufacture and market more 

than just quality products, we provide repair

solutions. When we develop a Loctite® Automotive

Aftermarket product, our primary thought is this:

“The professional mechanic can only afford to do 

a job once!” Our products must work properly 

the first time, every time.

Loctite® products have been reliably solving

automotive maintenance and repair needs for over

fifty years. Henkel invented the Threadlocking

adhesive – a revolutionary method of positively

locking and sealing threaded fasteners. When you

buy our red bottles, you know you’re getting an

authentic Loctite® product! And since the beginning,

Henkel has constantly added new products with new

capabilities that provide solutions to your problems. 

In this catalog, you’ll find everything you need 

to know about Loctite® brand products for the

Automotive Aftermarket and how they serve your

application needs. The information is presented and

grouped according to the product function (thread

treatments, gasketing, adhesives, etc.), and includes

product features, benefits, performance data, 

typical applications, selector guides, 

and package availability.

In addition to support from your local Henkel

representative, this catalog is also supported by

www.loctite.com/aam – a virtual technical library

designed to give you the best electronic support in

the industry. Log on to the web site to obtain

additional technical information, such as material

safety data sheets. Or to request product samples,

application assistance, or the name of your nearest

sales representative call 1-800-LOCTITE (562 - 8483).

What’s In Your Toolbox?
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Loctite® Sticks
“Performance with a Twist!”

No Drips. No Spills. No Errors.
Henkel Corporation, the original inventor of anaerobic technology, now offers the same trusted
performance in a solid stick formula. These patented stick products offer great flexibility for
tough applications, especially overhead, and on components that cannot be moved. They’re
compact, making them easy to carry from job to job and easy to store in a toolbox, tool belt, or
pocket. The solid formula also means they won’t spill or leak in toolboxes or on shop floors.

LOCTITE® THREAD TREATMENT STICKS KIT
One of the most significant innovations in the 50 -year history of Henkel
Corporation – SOLID formula Loctite® Thread Treatment Sticks. Now
conveniently packaged in a kit designed to give you all five products in
one part number. Upside down, right side up, or any angle in between,
these Sticks deliver!

Item Container Size Pack
38725 19 –20 g sticks 5 Kits

KIT CONTAINS:
37700 Loctite® Red Stick Threadlocker (19 g)
37614 Loctite® Blue Stick Threadlocker (19 g)
37615 Loctite® Thread Sealant PST® Stick (19 g)
37616 Loctite® Copper Anti-Seize Stick (20 g)
37617 Loctite® Silver Anti-Seize Stick (20 g)

LOCTITE® THREAD TREATMENT STICKS COUNTER DISPLAY
Order one part number and receive product sampling along with
display. The colorful header and product packaging is sure to catch
your customers’ attention. An informational tear pad is attached 
to the header. The high quality, powder-coated aluminum 
display can be hung on your peg board or placed 
on your counter.

Item Container Size Pack
38251 9–20 g sticks Kit

CONTAINS DISPLAY AND:
37614 Loctite® Blue Stick Threadlocker (19 g), 3 pieces
37643 Loctite® Blue Stick Threadlocker (9 g), 5 pieces
37700 Loctite® Red Stick Threadlocker (19 g), 3 pieces
37701 Loctite® Red Stick Threadlocker (9 g), 5 pieces
37615 Loctite® Thread Sealant PST® Stick (19 g), 3 pieces
37616 Loctite® Copper Anti-Seize Stick (20 g), 3 pieces
37617 Loctite® Silver Anti-Seize Stick (20 g), 3 pieces



LOCTITE® BLUE STICK THREADLOCKER
Item Numbers 37614 / 37643

LOCTITE® RED STICK THREADLOCKER
Item Numbers 37700 / 37701

LOCTITE® THREAD SEALANT PST® STICK
Item Number 37615

LOCTITE® SILVER ANTI-SEIZE STICK
Item Number 37617

LOCTITE® COPPER ANTI-SEIZE STICK
Item Number 37616

LOCTITE® HI-TACK GASKET DRESSING STICK
Item Numbers 39158 / 39159

LOCTITE® GASKET MAKER STICK
Item Number 39154

LOCTITE® BEARING MOUNT STICK
Item Number 39150

LOCTITE® DISC BRAKE QUIET STICK
Item Numbers 40299 / 40300
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Thread Treatments
“You can’t Loose!”

Henkel offers a full line of thread treatment products to suit the needs of

the professional mechanic. Prevent loose fasteners and equipment

failure with a few drops of a Loctite® threadlocker; fill the inner voids

in press fits with Loctite® bearing mounts; use Loctite® anaerobic

pipe or thread sealants to prevent leakage in metal fittings caused

by vibration loosening, tape shredding, solvent evaporation, and

temperature cycling; and seal plastic and metal fittings with

Loctite® non-hardening pipe joint compound.
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Threadlockers
“Lock and Load!”

LOCTITE® THREADLOCKER 222™ – 
Low Strength

Loctite® Threadlocker 222™ 
is a low strength, purple
threadlocker designed for fasteners
under 1⁄4" (6 mm) that require occasional
adjustment. Removable with hand tools 
for easy disassembly. Non-corrosive.

Typical Applications: Carburetors, relay locks,
headlamps, throttle body assembly, choke
assembly and fuel injection set screws,
body panel mounting fasteners.

Item Container Size Pack
38653 6 ml tube 12

LOCTITE® BLUE STICK THREADLOCKER
– Medium Strength

This medium strength anaerobic
threadlocker offers the same locking
strength and sealing capabilities as our
traditional blue threadlocking liquid,
Loctite® Threadlocker 242®. This wax-like
stick is conveniently packaged in a self -
feeding stick applicator. Well - suited 
for difficult repairs, as in overhead
applications. It can be applied to a part
even if assembly is to take place at a later
time, making the stick ideal for volume
assembly. Removable with hand tools.

Typical Applications: Valve cover bolts, 
water pump bolts, oil pan bolts, drive
shaft bolts, rocker arm adjustment nuts,
carburetor studs.

Item Container Size Pack
37643 9 g 10
37614 19 g 6

LOCTITE® RED STICK THREADLOCKER –
High Strength

With the same convenient packaging 
as the medium strength Loctite® Blue 
Stick Threadlocker, this high strength
threadlocker is better suited for heavy 
duty applications where resistance to
heavy shock, vibration, and stress levels 
is required. Localized heating and hand
tools are required to separate parts.

Typical Applications: Assembly with air tools,
cylinder block bolts, ring gear bolts,
transmission shaft bolts.

Item Container Size Pack
37701 9 g 10
37700 19 g 6

Invented by Henkel as a revolutionary method to positively lock and seal threaded fasteners, Loctite®

threadlocker adhesives are used in a wide range of applications – from delicate fuel injection components to
heavy-duty transmission and engine assemblies. Specified by automotive OEMs and approved for use on
factory assembly lines, threadlockers work by filling the spaces between threads. The result is a secure,
one-piece assembly that will not loosen under stress.

Available in varying strengths and temperatures, threadlockers perform reliably and effectively on 
fasteners of any type and size, either before or after assembly.
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LOCTITE® THREADLOCKER 271™ – 
Heavy Duty

Loctite® Threadlocker 271™ is a 
high strength, red threadlocker 
for heavy duty applications.
Especially well - suited for permanently
locking studs and press fits. Adds 3,000 psi
holding power on slip and press fit
assemblies. Replaces set screws and snap
rings. Locks against vibration loosening.
Removable with heat and hand tools. 
For fasteners up to 1" (25 mm) in size.

Typical Applications: Frame brackets,
suspension fasteners, shock absorber
mounts, wheel studs.

Item Container Size Pack
27105 0.5 ml ampule 100
37421 6 ml tube 12
37479 36 ml bottle 6

LOCTITE® THREADLOCKER 262™ –
High Strength

Loctite® Threadlocker 262™ is a
permanent, high strength, red
threadlocker that is applied to
fasteners up to 3⁄4" (20 mm) in size 
before assembly. Designed for securing
parts that must withstand heavy shock,
vibration, or extreme chemical or
environmental conditions. Localized
heating and hand tools are required 
to separate parts.

Typical Applications: Assembly with air
tools, cylinder block bolts, ring gear bolts,
transmission shaft bolts. 

Item Container Size Pack
37420 6 ml tube 12
37478 36 ml bottle 6

LOCTITE® THREADLOCKER 243™ –
Surface Insensitive

Loctite® Threadlocker 243™ 
is a general purpose, medium
strength, blue threadlocker 
with improved oil tolerance. For fasteners
between 1⁄4" to 3⁄4" (6 mm to 20 mm). Parts
can be separated using hand tools.

Typical Applications: Rocker studs, 
rocker adjustment bolts, bolts on valve
and cam covers, oil pans, disc brake
calipers, intakes and alternators, and
pulley assemblies. 

Item Container Size Pack
37419 6 ml tube 6

LOCTITE® THREADLOCKER 242® –
Medium Strength

Loctite® Threadlocker 242® is an 
all -purpose, medium strength,
blue threadlocker. Ideal for all
nut and bolt applications 1⁄4" to 3⁄4" 
(6 mm to 20 mm). Eliminates the need 
for stocking expensive lock nuts and 
lock washers. Locks and seals while
preventing parts from loosening due 
to vibration. Protects threads from
corrosion. Removable with hand tools 
for easy disassembly.

Typical Applications: Valve cover bolts, 
water pump bolts, oil pan bolts, 
drive shaft bolts, rocker arm adjustment
nuts, carburetor studs.

Item Container Size Pack 
24205 0.5 ml ampule 100
37476 2.5 ml bottle 12
37418 6 ml tube 12
37477 36 ml bottle 6
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LOCTITE® THREADLOCKER 277™ – 
Heavy Duty/Large Bolts

Loctite® Threadlocker 277™ is a
high strength adhesive for locking
and sealing large bolts and studs 
1" (25 mm) or larger in diameter. Heat may
be required to weaken bond before parts
can be disassembled.

Typical Applications: Frame brackets,
suspension fasteners, shock absorber
mounts, wheel studs.

Item Container Size Pack
38656 36 ml bottle 6

LOCTITE® THREADLOCKER 290™ –
Penetrating
Loctite® Threadlocker 290™ is 
a low viscosity wicking grade,
green, threadlocking liquid that
wicks along the threads of pre-assembled
fasteners to secure them in place. Since it
is applied after assembly, preventive
maintenance procedures are simplified.
Ideal for fasteners ranging from #2 to 1⁄2"
(2.2 mm to 12 mm) in size. Localized
heating and hand tools are needed
for disassembly.

Typical Applications: Bolts on alternators, 
air conditioning belts and distributor 
clamps, carburetor adjustment screws, 
and hairline cracks.

Item Container Size Pack 
37423 6 ml tube 12
37481 36 ml bottle 6

LOCTITE® THREADLOCKER 272™ –
High Temperature

Loctite® Threadlocker 272™ 
withstands temperatures to
450°F. This high temperature/
high strength, red threadlocker is
formulated for heavy-duty applications.
Prevents bolts up to 11⁄ 2" (36 mm) from
loosening due to shock, severe vibration,
and heat stress. Exclusive formulation for
newer engines and high performance
applications where extreme temperature
resistance is required. Removable with
heat and hand tools.

Typical Applications: Camshaft sprocket
bolts, crankshaft bolts, idler bearings,
press fit filler tubes, transmission input
and output shaft threads, ring gear, and
shock bolts.

Item Container Size Pack
37422 6 ml tube 6
37480 36 ml bottle 6
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LOCTITE® KLEAN ‘N PRIME™ –
Anaerobic Activator

A solvent- based primer that
features very long on-part life. 
Use to speed the cure of all 
Loctite® anaerobic products and ensure
proper cure on inactive metals. Ideal for
cure conditions below room temperature.

Typical Applications: All nut and bolt
applications.

Item Container Size Pack
37509 4.5 oz. aerosol can 6

When should I use a primer?

Use a primer when both surfaces are considered inactive.

It is necessary to apply the primer to one surface, in most

cases, unless gaps are excessive. See chart below.

ACTIVE METALS

Iron Plain Steel Kovar Commercial
Brass Copper Monel Aluminum

Bronze Maganese Nickel (with copper content, e. g. 6061)

INACTIVE METALS

Plated Parts Pure Aluminum Plastics Natural or Chemical

Magnetite Steel Titanium Cadmium Black Oxide

Stainless Steel Magnesium Iconel Anodized Aluminum

Galvanized Steel Gold and Silver Zinc
(Alodine, Irridite)

�Removable with hand tools

�Adjustment screws

�Calibration screws

�Meters and gauges

�Up to 1⁄4" diameters

LOW STRENGTH 
THREADLOCKERS

MEDIUM STRENGTH
THREADLOCKERS

HIGH STRENGTH
THREADLOCKERS

WICKING
THREADLOCKERS

�Removable with hand tools

�Machine tools and presses

� Pumps and compressors

�Mounting bolts

�Gear boxes

�Up to 3⁄4" diameters

�Removable with heat and
hand tools

�Heavy equipment

� Suspension bolts

�Motor and pump mounts

� Bearing cap bolts and studs

�Up to 1" and larger diameters

�Removable with heat 
and hand tools

� Preassembled fasteners

� Instrumentation screws

� Electrical connectors

�Carburetors

�Up to 1⁄2" diameters
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LOCTITE®

PRODUCT 
Item

Number
Container

Typical 
Use

Color
Viscosity 

(cP)

Torque in. lbs.
(M10 Steel

Nuts & Bolts)
Break/Prevail

Temp.
Range

Cure Speed,
Steel 

@ 25°C

Oil 
Tolerant

Specific
Gravity

Agency
Approvals

222™ 38653 6 ml tube
Low strength 

up to 1⁄4" screws
Purple

1,200/5,000
Thixotropic

53 / 30
-65°F

to
300°F

Fixture 10 min.
—

Full Cure
24 hrs.

• 1.05 •

242®

24205
37476
37418
37477

0.5 ml ampule
2.5 ml bottle

6 ml tube 
36 ml bottle

Removable 
grade up to 1⁄4"

to 3⁄4" bolts
Blue

1,200/5,000
Thixotropic

110 / 43
-65°F

to
300°F

Fixture 10 min.
—

Full Cure
24 hrs.

• 1.07

Mil-Spec 
(S-46163A) Type ll,
Grade N, NSF/ANSI
61 approved, CFIA

243™ 37419 6 ml tube

1⁄4" to 3⁄4"
bolts with light oil 

contamination
Blue 

2,250/12,000
Thixotropic

180 / 62
-65°F

to
300°F

Fixture 5 min.
—

Full Cure
24 hrs.

Yes 1.08

NSF/ANSI 61 
approved

Agriculture Canada
approved

262™ 37420
37478

6 ml tube
36 ml bottle

High strength
locking up 
to 3⁄4" bolts

Red
1,800/5,000
Thixotropic

189 / 275
-65°F

to
300°F

Fixture 5 min.
—

Full Cure
24 hrs.

• 1.05

Mil-Spec 
(S-46163A) Type ll,
Grade O, Agriculture

Canada approved

271™
27105
37421
37479

0.5 ml ampule
6 ml tube

36 ml bottle

High strength 
for fasteners 

up to 1" diameter
Red 500 250 / 275

-65°F
to

300°F

Fixture 10 min.
—

Full Cure
24 hrs.

• 1.10

Mil-Spec 
(S-46163A) Type l,

Grade K,
UL classified, CFIA

272™ 37422
37480

6 ml tube
36 ml bottle

High 
temperature
applications

Red 9,500 200 / 220
-65°F

to
450°F

Fixture 30 min.
—

Full Cure
24 hrs.

• 1.11 CFIA

277™ 38656 36 ml bottle
High strength 
for large bolts

Red 7,000 275 / 275
-65°F

to
300°F

Fixture 60 min.
—

Full Cure
24 hrs.

• 1.12
Mil-Spec 

(S-46163A)
Type l, Grade L

290™ 37423
37481

6 ml tube
36 ml bottle

Wicking grade for
pre-assembled

parts
Green 12 85 / 250

-65°F
to

300°F

Fixture 6 min.
—

Full Cure
24 hrs.

• 1.08

Mil-Spec 
(S-46163A) Type lll,
Grade R, NSF/ANSI 
61 certified, CFIA

Blue Stick
Threadlocker 

37614
37643

9 g stick
19 g stick

Removable 
grade up to 1⁄4"

to 3⁄4" bolts
Blue Semi-solid 110 / 43

-65°F
to

300°F

Fixture 10 min.
(3 min. w/ primer)

—
Full Cure
24 hrs.

• 1.10 NSF/ANSI 61, CFIA

Red Stick
Threadlocker 

37700
37701

9 g stick
19 g stick

High strength
locking up 
to 3⁄4" bolts

Red Semi-solid 202 / 4
-65°F

to
300°F

Fixture 20 min.
(5 min. w/ primer)

—
Full Cure
24 hrs.

• 1.06 CFIA

PROPERTIES CHART: Threadlockers



To learn more, visit us at www.loctite.com/aam or call 1-888-LOCTITE.

THERE IS NO SECOND CHOICE.

We’ve built our
reputation on this red
bottle and so can you. Since
1953, the Loctite® brand has led
the industry in threadlocking and
retaining solutions. Our commitment to excellence 
hasn’t changed nor has the unique RED BOTTLE.

Choose the original, choose the LOCTITE ® BRAND.
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Thread Sealants
“Leaks Don’t Stand a Chance!”

LOCTITE® THREAD SEALANT
PST® STICK – High Performance

The Loctite® Thread Sealant PST® Stick is 
a single component, semi -solid anaerobic
pipe sealant compound. The self - feeding
applicator stick facilitates application of
the material where a conventional liquid
or paste would be difficult to use. Loctite®
Thread Sealant PST® Stick cures rapidly to
provide immediate low pressure sealing.
The controlled lubricity prevents galling
and protects mated threaded areas from
rust and corrosion and eases disassembly.
Recommended for sealing metal 
tapered pipe threads and fittings 
in automotive applications.

Typical Applications: Stainless steel fittings,
oil and coolant lines, fuel fittings, rear axle
fill plug, intake manifold switches, head
bolts into through holes, oil psi sending
units and sensors.

Item Container Size Pack
37615 19 g stick 6

Loctite ® thread sealants seal and secure metal pipes and fittings, filling the space between
threaded metal parts. Thread sealants harden to prevent leakage caused by vibration loosening,
tape shredding, solvent evaporation, damaged threads, and temperature cycling. Designed for
low and high pressure applications, thread sealants seal instantly for on-line low pressure
testing. When fully cured, they seal to the burst strength of most piping systems.

LOCTITE® THREAD SEALANT 545™ –
Pneumatic/Hydraulic 

Loctite® Thread Sealant 545™ 
is designed for locking and 
sealing high-pressure pneumatic
and hydraulic systems. The pneumatic /
hydraulic sealant contains no fillers or
particles that could contaminate system
fluids, foul valves, or clog fine filters and
screens. Reliably cures on “as received”
fasteners. Controlled locking strength
allows easy disassembly. 

Typical Applications: Hydraulic line fittings,
brake fittings, transmission fluid fittings,
PTO fittings.

Item Container Size Pack
37482 36 ml bottle 6

LOCTITE® PST® 565™ THREAD
SEALANT – High Performance

This controlled strength sealant 
is formulated specifically for
metal, tapered pipe thread
fittings. Loctite® PST® 565™ Thread
Sealant replaces most tapes and pipe
dopes. Cures rapidly to withstand 
10,000 psi. Perfect as a replacement for
pre -coated parts. Prevents galling and
protects mated threaded areas from 
rust and corrosion. 

Typical Applications: Stainless steel fittings,
head bolts into through holes, oil psi
sending units / sensors, oil and coolant
lines, intake manifold switches, rear axle
fill plug, fuel fittings.

Item Container Size Pack
37396 50 ml tube 6

LOCTITE® PST® 592™ THREAD
SEALANT – High Temperature

Loctite® PST® 592™ Thread 
Sealant locks and seals threaded
fittings. Resists leakage, vibration
loosening, moisture, hydraulic fluids, 
and diesel fuels. Lubricates threads for easy
assembly and disassembly. Won’t shred or
wear like tape. Parts may be repositioned
up to 24 hours application. 
Works up to 400°F.

Typical Applications: Head bolts into through
holes, oil psi sending units and sensors, oil
and coolant lines, fuel fittings, rear axle
fill plug, brake and power steering fittings.

Item Container Size Pack
37398 6 ml tube 12
37397 50 ml tube 6
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LOCTITE® PIPE JOINT COMPOUND –
Thread Sealant 

This universal sealant lubricates and seals
threaded joints on water, oil, and fuel
lines. Temperature range: -65°F to 400°F;
resists common shop fluids.

Typical Applications: Thread fittings. 

Item Container Size Pack
37552 16 oz. brushtop can 12

LOCTITE® THREAD SEALANT WITH
PTFE – Fitting Sealant

This economical, general-purpose fitting
sealant outperforms tapes and pipe dopes.
Seals and resists pressure in air, oil, and
diesel fuel. Remains pliable at high and
low temperatures. Temperature range: 
-65°F to 300°F; resists common 
shop fluids.

Typical Applications: Air conditioning 
fittings, temperature sending fittings,
hydraulic fittings.

Item Container Size Pack
37545 1 oz. tube 12
37547 4 oz. brushtop can 12
37546 16 oz. brushtop can 12

LOCTITE®

PRODUCT
Part

Number
Container Typical Use Color

Viscosity
(cP)

Seal to
Operating
Pressure

Specific
Gravity

Agency Approvals

Thread Sealant
PST® Stick

37615 19 g stick General purpose White
Semi-solid

paste

Seals operating
pressures to 
10,000 psi

UL Classified for U.S.,
ULC Classified for Canada,

CSA International, CFIA,
NSF/ANSI 61

545™ 37482 36 ml bottle
Pneumatic/

hydraulic sealant,
contains no fillers

Purple 14,000
Seals operating

pressures to 
10,000 psi

1.02
Agriculture Canada approved

ABS

PST® 565™ 37396 50 ml tube Controlled strength White 300,000
Seals operating

pressures to 
10,000 psi

1.10

CSA 3319-81, 3319-01
UL MH8007 (N)
NSF/ANSI 61

ULC-Canada approved
Agriculture Canada approved

PST® 592™ 37398
37397

6 ml tube
50 ml tube

Medium strength White 350,000
Seals operating

pressures to 
10,000 psi

1.21
UL MH8007 (N)

ULC-Canada approved
Agriculture Canada approved

PROPERTIES CHART: Thread Sealants
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Bearing Mounts
“Retain, Maintain and Strengthen!”
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Use Loctite® bearing mounts to bond non-threaded, cylindrical metal

assemblies. Fill the inner voids in close-fitting press fits, lock keyways,

and secure splines. Prevent wear and secure new parts, or restore fit 

to worn parts. Seal joints to stop leakage and prevent fretting and

corrosion. Mount bearings and bushings, and make press fits and

interference fits even stronger.

Formulated in a selection of viscosity, gap - filling ability, flexibility

and strength characteristics, Loctite® bearing mounts can 

be used on all of your tough retaining applications.
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Bearing Mounts
“Retain, Maintain, and Strengthen!”

LOCTITE® SLEEVE RETAINER 640™ – 
High Strength

High temperature anaerobic 
adhesive that secures slip and
press fit assemblies. Adds up to
3,000 psi holding power. Restores fit 
to worn or out-of - tolerance assemblies.
Prevents surface corrosion. 
Works to 400°F.

Typical Applications: Cylinder sleeves, valve
guides, valve seats, bearings and bushings,
woodruff keys, liner assemblies.

Item Container Size Pack
37424 6 ml tube 12
37484 36 ml bottle 6

LOCTITE® BEARING MOUNT 620™ – 
High Temperature

A high temperature (450°F), 
high viscosity liquid retaining
compound. Provides a shear
strength of over 3,800 psi on steel. 
Locks and secures metal cylindrical
assemblies up to 0.015" diameter clearance.
Prevents metal fretting and corrosion.
Seals against leakage.

Typical Applications: Axle bearings,
water and power steering pump pullies.

Item Container Size Pack
38652 36 ml bottle 6

LOCTITE® BEARING MOUNT 609™ – 
Close Fits

Loctite® Bearing Mount 609™ 
is a low viscosity, rapid-curing
anaerobic adhesive that 
augments the strength of press fit
assemblies or slip fit assemblies up 
to 0.005" in diameter. Adds up to 
3,000 psi holding power.

Typical Applications: Bushings, bearings, 
oil seals, ring gear bolts, differential 
lock pins.

Item Container Size Pack
37483 36 ml bottle 6

LOCTITE® PRESS FIT REPAIR 660™ –
For Worn Parts

Loctite® Press Fit Repair 660™ 
is a creamy, non-running adhesive
used to repair fit between parts.
Also used to repair large gaps to 
0.020" in diameter and severely 
worn parts. Very rapid cure.

Typical Applications: Refitting worn shafts,
housings, coupling and form-in -place
shims, repairing worn keyways, loose set
screws and other severely worn parts.

Item Container Size Pack
37644 6 ml tube 12
38651 50 ml tube 6
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LOCTITE®

PRODUCT 
Part

Number
Container Typical Use Color

Maximum 
Gap Fill

(Diametrical)

Viscosity
(cP)

Shear
Strength

Steel/
Steel (psi)*

Temperature
Range

Cure Speed,
Steel @25°C

Specific
Gravity

Agency
Approvals

609™ 37483 36 ml bottle
1st generation

to augment
press fits

Green 0.005" 125
2,300

(minimum)

-65°F
to

300°F

Fixture 10 min.
—

Full Cure 24 hrs.
1.10

Mil-Spec 
(R-46082B)
Type l, CFIA

620™ 38652 36 ml bottle

High
temperature 

and high
strength

Green 0.015" 8,500 3,800
-65°F

to
450°F

Fixture 30 min.
—

Full Cure 24 hrs.
1.16

Agriculture
Canada

approved
ABS

640™ 37424
37484

6 ml tube
36 ml bottle

For high
temperature
applications

Green 0.007" 600 3,000
-65°F

to
400°F

Fixture 1 hour
—

Full Cure 24 hrs.
1.12

Mil-Spec 
(R-46082B)

Type ll 

660™ 37644
38651

6 ml tube
50 ml tube

For repair of
worn

machinery
parts

Silver 0.020"
250,000/

1,5000,000
Thixotropic

3,335
-65°F

to
300°F

Fixture 20 min.
—

Full Cure 24 hrs.
1.13

Agriculture
Canada

approved

680™ 37485 36 ml bottle
High strength 
for slip fitted

parts
Green 0.015" 1,250

2,800
(minimum)

-65°F
to

300°F

Fixture 10 min.
—

Full Cure 24 hrs.
1.11

NSF/ANSI 61
approved

ABS

Bearing
Mount Stick

39150 9 g stick

General
purpose,

high
temperature

Green 0.005" Semi-solid 3,800
-65°F

to
400°F

Fixture 30 min.
—

Full Cure  24 hrs.
1.1228 •

PROPERTIES CHART: Bearing Mounts

* Varies with substrates.

LOCTITE® BEARING MOUNT STICK – 
High Temperature
A revolutionary method to bond 
non-threaded, cylindrical metal
assemblies, this unique wax- like stick
works just like Loctite® Bearing Mount
liquids to secure parts, seal joints, and
prevent corrosion. Replaces clamp rings,
set screws, and snap rings.

Typical Applications: Bushings, bearings, 
oil seals, ring gear bolts, differential lock
pins, axle bearings, water and power
steering pump pullies.

Item Container Size Pack
39150 9 g stick 10

LOCTITE® BEARING MOUNT 680™ –
Relaxed Fits

High strength, medium viscosity
anaerobic adhesive for slip fit
assemblies. Provides 4,000 psi
shear strength on steel. Fixtures in 
10 minutes at room temperature.

Typical Applications: Replaces set screws, 
clamp rings, snap rings, wheel bearings, 
idler shaft, fit bearings.

Item Container Size Pack
37485 36 ml bottle 6
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Adhesives
“Don’t Come Unglued!”

As an adhesive innovator, Henkel offers a range of quality liquids,

pastes, aerosols, putties and gels, each specifically designed to meet

any number of automotive applications. From bonding auto trim, 

to sealing weatherstripping, to repairing broken grilles, there’s a

Loctite® adhesive or sealant for all of your repair needs.
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LOCTITE® REAR WINDOW DEFOGGER – 
Tab Adhesive

Quickly and easily bonds defogger tab to
grid on rear window. Provides a low-cost,
high-quality repair for damaged rear
window defogger tabs. Complete kit 
for a quick repair.

Typical Applications: Rear window 
defogger tabs. 

Item Container Size Pack
21351 0.03/0.02 fl. oz. 6

LOCTITE® REARVIEW MIRROR
ADHESIVE – Permanent

Approved and used by GM, Ford and
Daimler -Chrysler. Permanently remounts
mirrors to windshields. Achieves handling
strength in seconds; mirror-mounting
strength in 15 minutes. Available in single
and multi -application size packaging. 

Typical Applications: Mounting rearview
mirrors to windshields. 

Item Container Size Pack
37438 0.3 cc kit 12
03346 6 ml kit 12
03325 24 ml kit 5

LOCTITE® WINDSHIELD REPAIR KIT – 
One-Component System
A one-component windshield repair
system designed to be used by the car
owner. Requires no mixing, no heat. Safe
and easy to use. Has the same index of
refraction as the original glass to make 
the repair virtually undetectable.

Typical Applications: “Bullseyes” in
windshields or other laminated 
glass windows.

Item Container Size Pack
37613 0.17 fl. oz. syringe 12

LOCTITE® WINDSHIELD & GLASS
SEALER – Flowable Silicone

Wicking action silicone finds the leak.
Flows into hidden and hard-to -reach
areas. Forms a tough, waterproof, durable
clear seal that is resistant to weather,
extreme temperatures, vibration, shock
and most shop chemicals. Fills surface
voids and irregularities. Temperature
range: -80°F to 450°F. 

Typical Applications: Windshields, sunroofs,
windows, headlamp assemblies, marine
glass, RV vents, and windows. 

Item Container Size Pack
37471 1.31 fl. oz. tube 12

LOCTITE® QUICK SET™ AUTO EPOXY –
Adhesive

Fast curing, non-shrinking, colorless
epoxy in convenient, 2 -part dispensing
syringe. Bonds most rigid materials.
Resists most solvents. Versatile and 
shock resistant.

Typical Applications: Auto trim, ornaments,
tools, emblems, knobs. 

Item Container Size Pack
37514 1 fl. oz. kit 12
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LOCTITE® QUICK GEL® SUPER GLUE – 
Instant Adhesive

This gel formula super glue was
designed for fast, heavy -duty
repairs to vertical surfaces, where
regular adhesive runs. Works on porous
and non-porous materials.

Typical Applications: Metal, most plastics,
laminated plastics, vinyl, rubber, ceramics,
paper, wood, textiles, leather, synthetic
leather, cork, and chipboard.

Item Container Size Pack
37391 2 g tube 12

LOCTITE® SUPER GLUE – 
Instant Adhesive
Super strong, super fast adhesive, bonds
materials in seconds, including rubber,
metal, plastic, glass, and vinyl. Makes
repairs to almost all nonporous surfaces.

Typical Applications: Metal, laminated
plastics, rubber, ceramics, china. 

Item Container Size Pack
37425 2 g tube 12
37426 2 – 2 g tubes 6
37538 1 oz. bottle 6

LOCTITE® QUICKTITE®

SUPER GLUE GEL – Instant Adhesive

With the same superior performance 
as the liquid version, the no-run gel
formula stays put for no-mess and precise
application, even on vertical surfaces. 
The gel formula works on porous and 
non-porous materials.

Typical Applications: Metal, most plastics,
rubber, vinyl, paper, wood, textiles,
ceramics, china, and cork.

Item Container Size Pack
39123 4 g applicator 6

QuickTite® Super Glue Gel compared 
to regular Super Glues

LOCTITE® LOCWELD™

BONDING COMPOUND – 
Cold Weld

A 15 minute, two-part adhesive and 
filler system that eliminates the need 
for welding or brazing. Once cured, 
it can be drilled, sanded, painted, or filed.
Resists most automotive, shop and
cleaning fluids. Withstands temperatures
to 300°F intermittent. Over 3,000 psi shear
strength on steel.

Typical Applications: Aluminum, steel, brass,
bronze, castings, and stampings.

Item Container Size Pack
37531 2 pk. – 1 oz. tubes 12

LOCTITE® EPOXY MIXER CUPS – 
Fast Cure

Convenient pre-measured epoxy mixer
cups. No mess, no guess, no waste. Ideal 
for bonding glass, hard plastics, rubber,
and metal. Bonds in 5 to 15 minutes. 
Grey adhesive has excellent chemical
resistance. Fills porosities and can be 
used to build up worn parts.

Typical Applications: Loose trim, broken 
grilles, loose door glass channels, 
casting cracks and holes.

Item Container Size Pack
37513 10– 0.12 oz. cups 10
39089 4–0.12 oz. cups 6
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LOCTITE® RTV CLEAR SILICONE –
Adhesive/Sealant

General -purpose, clear RTV indoor/
outdoor sealant. Seals, bonds, repairs,
mends and secures glass, metal, plastics,
fabric, vinyl, weatherstripping, and vinyl
tops. Protects and repairs electrical
wiring. May be applied to horizontal or
vertical surfaces. Waterproof and flexible.
Temperature range: - 80°F to 450°F; resists
oil, water, weather, vibration, grease.

Typical Applications: Windshields, 
door frames, electrical connections, 
vinyl tops, seams and roofs.

Item Container Size Pack
37463 80 ml tube 12
40481 190 ml power can aerosol 6
37521 300 ml cartridge 10

LOCTITE® RTV BLACK SILICONE –
Adhesive/Sealant

General -purpose, black RTV indoor/
outdoor sealant. Seals, bonds, repairs,
mends and secures glass, metal, plastics,
fabric, vinyl, weatherstripping, and vinyl
tops. Protects and repairs electrical wiring.
May be applied to horizontal or vertical
surfaces. Waterproof and flexible.
Temperature range: - 80°F to 450°F; resists
oil, water, weather, vibration, grease.

Typical Applications: Windshields, door
frames, electrical connections, seams and
roofs, vinyl tops, weatherstripping. 

Item Container Size Pack
37460 80 ml tube 12
40464 190 ml power can aerosol 6
37523 300 ml cartridge 10

LOCTITE® METAL MAGIC STEEL™

Kneadable, two-part paste. Working time is
3 minutes – sets in 10 minutes. Adheres to
damp surfaces. Can be drilled, filed, and
painted. Ideal for emergency sealing of
leaking tanks and pipes. Resistant to fuels
and solvents. Ideal for vertical applications.
Smoothes welds, repairs small cracks in
castings and fills oversized bolt holes.
12,000 psi shear strength and resists
temperatures up to 250°F (121°C).

Typical Applications: Fills gaps and bonds 
trim. Use on casting cracks and holes, 
auto trim and ornaments.

Item Container Size Pack
902323 2 oz. stick 12
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LOCTITE® BLACK WEATHERSTRIP ADHESIVE – 
Fast Drying

A professional, black weatherstrip adhesive that blends with
automotive weatherstripping for less clean-up. Withstands
temperature extremes. Resistant to gasoline, kerosene, 
antifreeze, and most solvents. Permanently bonds automotive
weatherstripping. Bonds automotive gaskets. A superior
adhesive for bonding a variety of common materials.

Typical Applications: Cut gaskets, auto or van carpeting, 
door and trunk moldings, vinyl tops, fabric-backed 
vinyl upholstery, headliners.

Item Container Size Pack
37532 5 fl. oz. tube 12

LOCTITE® YELLOW WEATHERSTRIP ADHESIVE – 
Fast Drying

A fast drying, high strength, waterproof adhesive that closely
color matches original equipment materials. Professional
strength bonds all types of weatherstripping materials and
sunroof moldings. Resistant to oils, water and grease.

Typical Applications: Auto or van carpeting, all types of
weatherstripping, door and trunk moldings

Item Container Size Pack
40669 5 fl. oz. tube 12

LOCTITE® MAXIMUM STRENGTH
HEADLINER ADHESIVE

Loctite® Maximum Strength Headliner
Adhesive is a high-strength product
designed for repairing interior parts
which have loosened. It bonds foam,
fabrics, carpets, plastics, rubbers 
and other automotive materials. 
Resistant to extreme weather conditions.
Water -resistant. Dries clear. 

Typical Applications: Headliners, carpets,
truck linings and inside door panels. 

Item Container Size Pack
37312 16.75 oz. aerosol can 6

LOCTITE® ALL PURPOSE SPRAY
ADHESIVE

Bonds lightweight, porous and non-
porous surfaces. Allows repositionable and
permanent bonds. Dries clear and fast;
won’t shrink or bleed. Resists water and
humidity.

Typical Applications: Attaching upholstery
cloth, carpeting, floor mats, insulation,
kick and silencer pads to metal, 
wood or KB board.

Item Container Size Pack
30544 10.5 oz. aerosol can 12
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Specialty Products
“For the Long Road Ahead!”

If you want to repair, protect, seal, insulate, or prevent corrosion,

there’s a Loctite® product for you. Whether you need to make a

custom o -ring, repair a thread, or remove or prevent rust,

Henkel has a Loctite® brand product that will make your

parts and equipment last longer and work better.



43



LOCTITE® RUBBERIZED
UNDERCOATING – Heavy Duty

This heavy -duty undercoating seals,
protects, and insulates. Rubberized for
maximum durability. Excellent
professional blend, all -purpose coating. 

Typical Applications: Automotive frames,
rocker panels, and wheels.

Item Container Size Pack
37580 16 oz. aerosol can 12
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LOCTITE® O-RING KIT – On-the-Spot Repairs

Makes custom o -rings on the spot. Eliminates the need to
disassemble parts and components. Includes adhesive,
waterproofing solution, cleanup solvent, cutting blade,
splicing fixture and 12 ft. of Buna-N cord stock.

Typical Applications: Custom o -rings.

Item Container Size Pack
37427 Kit 1

LOCTITE® EXTEND® RUST TREATMENT

Provides one -step rust treatment that
destroys old rust, prevents new rust. Just
brush or spray it on. Within minutes, rust
disappears and is converted to a durable
black protective coating. Surface rust must
be present. Use as a primer or finish coat.
Specially formulated to be used with body
filler and fiberglass. 

Typical Applications: Aerosol can is ideal for
hard-to -reach automotive applications.

Item Container Size Pack
37556 8 fl. oz. bottle 12
37557 10.25 oz. aerosol can 12

LOCTITE® RUST DISSOLVER

Chemically dissolves rust from all iron 
and steel surfaces. Brush or spray on, 
then wash off rust with a cloth. 
Replaces sanding and scraping. 

Typical Applications: Iron and steel surfaces
on cars, trucks, motorcycles. 

Item Container Size Pack
37631 8 fl. oz. bottle 12

LOCTITE® FUEL TANK AND
RADIATOR REPAIR – Epoxy

One great product to handle two difficult
repair jobs! This 10 minute repair epoxy 
is a steel epoxy in stick form that makes
permanent repairs. Simply cut off the
appropriate amount of product needed for
the job, knead and apply to damaged fuel
tank or radiator. Epoxy cures in 10 minutes.
Seals small holes, leaks, and weak seams.
Hardens like steel.

Typical Applications: Damaged gas tanks 
and radiators.

Item Container Size Pack
988638 2 oz. stick 12

LOCTITE® FORM-A-THREAD® – 
Stripped Thread Repair

Makes reliable thread repairs without
drills, taps, tools, or inserts. Restores 
worn, stripped or damaged threads and
eliminates future corrosion, galling,
seizing, and rust. Allows up to 128 ft. lbs.
of torque between -65°F to 300°F.
Permanently repairs stripped threads and
fasteners in five minutes (up to SAE Grade
5 English and 8.8 metric).

Typical Applications: Intake manifold
bracket fastener threads, timing chain
cover bolt threads, valve cover bolt
threads, water pump bolt threads. 

Item Container Size Pack
37390 0.44 oz. kit 6
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WHEN IT COMES TO DOING THE JOB RIGHT,
THERE IS NO SECOND CHOICE.

CHOOSE THE ORIGINAL. CHOOSE LOCTITE.® From tune-ups to complete tear downs and rebuilds, there’s only one
way to do a job, and that’s to do it right. That’s why it’s no wonder generations of professional mechanics have chosen
to ensure the quality of their work with Loctite® adhesives, sealants, lubricants and threadlockers. In fact, Loctite®

performance is so reliable our products don’t just meet the OEM specifications of the leading automotive
manufacturers – they are the specification. So the next time you’re elbow deep in a small block, reach for the original
– reach for Loctite®. You won’t go wrong.

THERE IS NO SECOND CHOICE.

To learn more, visit us at www.loctite.com/aam, or call 1-800-434-1836.
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1.800.LOCTITE (562.8483)
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1001 Trout Brook Crossing
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Fax: 860.571.5465
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Henkel –
Your partner worldwide
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Mexico
For your local Loctite® Adhesives and Sealants
Specialist, for your nearest authorized Loctite®

products distributor, to place an order, or for 
technical product assistance,
call: 01 800 901 8100 (within Mexico)

Henkel Capital S.A. de C.V. 
Boulevard Magnocentro No. 8 Piso 2
52760 Huixquilucan, Estado de Mexico
Technical Product Assistance: 
01 800 901 8100 (within Mexico)
To place an order:
Tel: +52 (55) 5836 3644
Fax: +52 (55) 5787 9404
www.loctite.com.mx


